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Console

ETC ION XE with dual touch screens. Net 3 Radio focus remote, Net3 Remote video
interface with touch screens.

Dimmers

The Main Theatre is dimmer per circuit, 252 total (Strand CD-80 2.4kw)
*2 Non-dim circuits available, 2 Constant power circuits available

Circuits

Onstage:

56 circuits in boxes dropped from grid (4 Circuits per box)
36 circuits via socapex cables (6 circuits each, 1 SL, 5 SR)
14 circuits on Pin Rail SR

28 circuits on upstage back wall (24 SL, 4 SR)

12 circuits on downstage wall (6 SL, 6 SR)

4 circuits in pit

FOH circuits:

12 circuits on first catwalk

24 circuits on second catwalk (Assigned to Rep-Lights)
16 circuits on third catwalk (Assigned to Rep-Lights)

12 circuits on fourth catwalk

18 circuits on HR catwalk (14 to Rep-Lights)

8 circuits on HL catwalk (4 to Rep-Lights)

House:

8 circuits at rear of orchestra (2 HR, 4 Center, 2 HL)

4 circuits in loge (2 HR, 2 HL)
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Instruments

ELLIPSOIDALS:

40 6x9, Altman 575w

52 6x12, Altman 575w

37 6x16, Altman 575w - (32 are hung on 2nd Catwalk)
12 50 degree, Source 4 575w

30 36 degree, Source 4 575w

10 26 degree, Source 4 575w

22 19 degree, Source 4 575w - (14 are rep hung on 3rd Catwalk)
FRESNELS:

20 8" Altman 1K - *barn doors available

PARS:

20 ETC Colorource Pars Deep Blue

30 Source 4, 575w, with clear flat, very narrow, narrow, medium, wide, and extra
wide lenses *barn doors available

CYC INSTRUMENTS:

5 3-cell sky cyc units, Altman 1K per cell

15 Single unit broad cyc, L&E 1K - Floor or hanging irons
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Accessories

2 - Rosco [-Cue Intelligent Mirror

2 - Rosco DMX Iris

2 - Rosco Revo Pro DMX Gobo Rotators

*Tophats, Barn Doors, Donuts, Gobo & Gel Holders (varying sizes & styles) are
available for all instruments

Lighting Notes

e 2P&G 20A connectors on all instruments and cable.

¢ Instrument mounting: C-clamps on electrics

e Company panel located upstage right, accepts Cam-Lock connectors. 3 phase/4
wire, 120/240 VAC, 600 amp per leg. No bare end connections.

e 1- 30amp 220v Twist Lock Plug available SR

e No permanent electric pipes.

e Houselights are Altman Chalice LED Fixtures, controlled via Vision Net stations or
patched to light board

e 10 -50Ib. boom bases, 16" tall.

e 2-10"roving booms

e 72 -single-t sidearms. (50 are 1' long, 22 are 2' long)

e 5 separate onstage 20 amp 110v circuits.

e 2- 8" Altman 1K fresnels fixed hung under 2nd Catwalk as curtain warmers (Not
part of inventory above)



